STEER SAFE, Inc.

E-12001 & S-12001 Installation Instructions
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1.  To Assemble Axle Bracket, place bracket on bench with flat side, of brackets, down.  

     Start ½” setscrews in tapped holes between blocks, then place clamp, with bent ends 

     in on ½” bolt with short end of clamp up and place in one of  two (2) 9/16” holes, 

     place clamp on other side in a like manner, start nuts finger tight. Repeat on other end.  

     Insert eyebolts in fulcrum bar from flat side and start locknuts finger tight.

2.  To mount axle bracket, place assembly under axle with flat side of fulcrum bar toward 

     Wheel and tighten ½” nuts on each bolt just enough to still allow bracket to slide on 

     axle.  Hook springs in wheel bracket then in axle bracket. Pull bracket toward center 

     of vehicle until all slack has been removed. MAKE SURE FULCRUM BAR IS            

     RESTING CORRECTLEY ON PINS.  Tighten ½” nuts tight.  Tighten setscrews  

     tight, then tighten jam nuts.  Tighten leg adjustment nuts tight.

                                                                                                                                                3.  Run nuts on eyebolts up until eye touches the fulcrum bar.

                                                                                                                                              1. SPRING

2. EYEBOLT

3. FULCRUM BAR


4. ½’ HEX CAP BOLT

5. SET SCREW

6. CLAMP

7. LEG ADJUSTMENT NUT

