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STEER SAFE, Inc.

STEER SAFE STABILIZERS

INSTALLATION INSTRUCTIONS

E-350-86   Fig.1
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1. BE SURE WHEELS ARE IN STRAIGHT AHEAD POSITON BY MEASURING FROM A POINT THAT IS AN EQUAL DISTANCE FROM EACH WHEEL.

       2.   PLACE RIGHT & LEFT WHEEL BRACKETS ON PROPER SIDES.  LEFT ON  

             DRIVERS SIDE.

3. PLACE  U-BOLT ON FRONT END OF STEERING ARM. PLACE WHEEL BRACKET ON U-BOLT AND START NUTS FINGER TIGHT. SWING REAR END OF BRACKET DOWN AND TOWARD WHEEL UNTIL HOOKED PART OF STRAP IS BEHIND STEERING ARM. SNUG UP NUTS ON U-BOLT BUT NOT TIGHT. TIGHTEN EACH NUT ON U-BOLT A LITTLE AT A TIME SO THE SAME AMOUNT OF THREADS SHOW. PLACE CLAMP ON TOP OF STEERING ARM WITH HOLE TOWARD CENTER OF VEHICLE AND HOOKED PART DOWN. PLACE 3/8 HEX BOLT THROUGH BOTH STRAPS. PLACE LOCKNUT ON BOLT AND TIGHTEN TIGHT. COMPLETE TIGHTENING NUTS ON U-BOLTS.(DO NOT OVER-TIGHTEN NUTS ON U-BOLTS)
4. PLACE FULCRUM BAR ASSEMBLY UNDER THE AXLE . PLACE PLATE ABOVE AXLE AND USE 5/16 BOLTS AND LOCKNUTS AND TIGHTEN TO A LOOSE POSITION. HOOK SPRINGS IN HOLES IN WHEEL BRACKET. HOOK EYEBOLTS IN SPRING AND PLACE IN FULCRUM BAR. START NUTS FINGER TIGHT TO LOCK.








5. PULL ASSEMBLY TOWARD CENTER OF VEHICLE AND ROCK BACK AND FORTH UNTIL BOTH SPRINGS ARE STRAIGHT. DO NOT TRY TO EXTEND SPRINGS. THEY SHOULD JUST BE MORE OR LESS LEVEL WITH GROUND. NOW TIGHTEN 5/16 LOCKNUTS UNTIL UNIT IS TIGHT AND FIRM ON AXLE.

6. TIGHTEN NUTS ON EYEBOLTS UNTIL EYE OF BOLT IS FIRM AGINST FULCRUM BAR. REPEAT ON OTHER SIDE

1.    U-BOLT

2.    STEERING ARM     

             3.    WHEEL BRACKET

             4.    AXLE BRACKET

             5.     PLATE

             6.     EYEBOLT

             7.     FULCRUM BAR
